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Emergency 

CANUTEC 613-996-6666 

 

Product:              

Enerthane Resin 
 

Revision: 09-01-2023 

 

01 : PRODUCT AND COMPAGNY IDENTIFICATION 
  

Manufacturer 

 

ENERLAB 2000 INC. 

1895, de l’Industrie 

St-Mathieu-de-Beloeil, (Québec) J3G 4S5 Canada 
Tél : (450) 446-8554 / 1-800-561-8686 

Fax : (450) 446-8557 

Product name 
Product use 

Enerthane Eco Resin 
 Part of polyurethane foam system 

Emergency telephone 

number 

Canutec 

613-996-6666 

 

 

 
02 : HAZARDS IDENTIFICATION 
 

 

 
 

 

 

 

 

 

POTENTIAL HEALT EFFECTS EYE CONTACT, SKIN CONTACT, INHALATION 

LIQUIDS, AEROSOLS OR PRODUCT VAPORS ARE IRRITATING. MAY CAUSE TEARS 
 

EYE CONTACT REDNESS AND ENFLURES. IF THE INJURY IS NOT TREATED, CORNEAL DAMAGE MAY OCCUR, AND THE 

HEALING OF THE INJURY WILL BE SLOW. DAMAGE IS USUALLY REVERSIBLE 

SKIN CONTACT IRRITATION. MAY CAUSE REDNESS, INJURY, ERUPTION, BLEEDING OR FORMATION OF BLISTER 
 

INHALATION (ACUTE) VAPORS OR PARTICLES SPRAYED AT CONCENTRATIONS GREATER THAN THOSE PERMISSIBLE EXPOSURE 

THRESHOLD (TLV) MAY CAUSE INJURY (BURN MEASURE) MUCOSALES OF THE RESPIRATORY TRACT 

CAUSING NASAL FLOW, SORROW THROAT, COUGH OPPRESSION OF BREAST, LACK OF BREATH AND 

LOWER PULMONARY FUNCTION. INDIVIDUALS WITH NON-SPECIFIC BRONCHIC HYPERACTIVITY MAY BE 

REACTED WITH LOWER TVL CONCENTRATIONS BY SYMPTOMS AND ASTHMA CRISIS. EXPOSURE TO 

MUCH HIGHER CONCENTRATIONS THAN TLV MAY CAUSE BRONCHITIS, BRONCHIC SPASMS, AND 

PULMONARY DMEEM. THESE EFFECTS ARE USUALLY REVERSIBLE. HYPERSENSITIVITY PNEUMONIA 

FROM CHEMICALS HAVE ALSO BEEN REPORTED WITH SYMPTOMS SIMILAR TO INFLUENZA. THESE 

SYMPTOMS MAY OCCUR SEVERAL HOURS AFTER THE EXHIBITION 

INGESTION MAY IRRITATE AND BURN MUCOSES IN GASTROINTESTINAL PATHWAYS. POSSIBLE SYMPTOMS: 

SOREBORNE, ABDOMINAL PAIN, NAUSEA, VOMITING, DIARRHEA 
 

EFFECT OF CHRONIC EXPOSURE PROLONGED CONTACT MAY CAUSE REDNESS, ERUPTIONS, DEQUAMATION, FORMATION OF BLISTER 

AND IN CERTAIN CASES SKIN SENSITIZATION, 

 
03 : COMPOSITION INFORMATION ON INGREDIENTS 

   

INGREDIENTS #CAS % 

POLYOLS BLEND 

 

N/D 20-80 

MIX OF TERTIARY AMINES N/D 1-5 

POLYSILOXANE N/D 1-3 

BISMUTH BASED CATALYST N/D 1-3 

TRANS-1-CHLORO-3,3,3-TRIFLUOROPROPÈNE 

 

102687-65-0 10-25 

TRIS (1-CHLORO-2-PROPYL) PHOSPHATE 
  

13674-84-5 8-12 

 
 

ENERLAB 2000 Inc. 

1895, de l’Industrie                Tel : (450) 446-8554 
St-Mathieu de Beloeil (Québec)           Watt : (800) 561-8686 
J3G 4S5                                               Fax : (450) 446-8557 
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04 : FIRST AID MESURES 
  
SKIN CONTACT:  RINSE WITH WATER AND SOAP FOR AT LEAST 15 

MIN AND CONSULT A PHYSICIAN. 

EYE CONTACT:  RINSE WITH WATER FOR AT LEAST 20 MIN. 
SEEK MEDICAL ADVICE IMMEDIATELY. 

INHALATION :  WEAR THE VICTIM WITH FRESH AIR. HELP TO 

BREATHE. 
SEEK MEDICAL ADVICE IMMEDIATELY. 

INGESTION :  DO NOT INDUCE VOMITING. SEEK MEDICAL ADVICE 

IMMEDIATELY. 

 
 05 : FIREFIGHTING MEASURES 
  

FLAMMABILITY LIMIT:  N/D 

COMBUSTIBILITY:  COMBUSTIBLE LIQUID 

FLASH POINT :  > 95OC (SETAFLASH CLOSED CUP) 

AUTO IGNITION TEMPERATURE:  N/D 
HAZARDOUS COMBUSTION PRODUCT:  N/D 

MEANS OF EXTINCTION:  WATER MIST, CO2, EXTINGUISHING POWDER, 

CHEMICAL FOAM 
SPECIAL PROTECTIVE EQUIPMENT FOR 

FIREFIGHTERS  

 WEAR AN INDEPENDENT RESPIRATORY DEVICE IN 

RESTRICTED SPACE OR WHEN EXPOSED TO 

COMBUSTION PRODUCTS. 

 

06 : ACCIDENTAL RELEASE MEASURES 
  

PERSONAL PRECAUTIONS  WEAR GLASSES AND / OR SAFETY VISOR AND 

RUBBER GLOVES. WEAR ADEQUATE CLOTHES TO 

AVOID ANY SKIN CONTACT. WEAR RESPIRATORY 

APPARATUS IN RESTRICTED AREAS. 

  NORMAL AND ADEQUATE VENTILATION IS 

SUFFICIENT. 
MEASURES IN CASE OF LEAK AND SPILL:  CONTAIN LARGE LOSSES AND PUMP INTO 

APPROPRIATE CONTAINER. LOSSES OF LOW 

IMPORTANCE MAY BE COVERED WITH ABSORBENT 
MATERIAL. RINSE ABUNDANTLY WITH WATER 

AFTER PICKUP. WEAR A NIOSH APPROVED 

RESPIRATOR FOR LARGE LOSSES. 
   

   

 
SECTION 07 : MANUTENTION ET ENTREPOSAGE 
  

HANDLING  AVOID CONTACT WITH EYES AND SKIN. ENSURE 

ADEQUATE VENTILATION. 
   

STORAGE:  KEEP DRUM CLOSED. STORE IN A FRESH PLACE 

AWAY FROM INTENSE SOURCES OF HEAT AND IN 

THE SHELTER OF COLD 

 
08 :EXPOSURE CONTROLS / PERSONAL PROTECTION 
  

EYES SAFETY GLASSES OR 8 INCH VISOR. DO NOT WEAR CONTACT GLASS 
 

RESPIRATORY PROTECTION IN SUCH CASES, OR WHEN THE CONCENTRATIONS EXCEED THE EXPOSURE LIMITS, RESPIRATORY 

PROTECTION SHOULD BE INCLUDED. A POSITIVE PRESSURE RESPIRATOR WITH FREE AIR OR AN 

INDEPENDENT RESPIRATORY APPARATUS IS RECOMMENDED. AN AIR PURIFYING RESPIRATOR IS NOT 

RECOMMENDED DUE TO LOW WARNING PROPERTIES, INCLUDING SMELL OR IRRITATION OF THE 

PRODUCT 

GLOVE GLOVES RESISTANT TO CHEMICAL PRODUCTS IN BUTYL OR NITRILE RUBBER. GOOD HYGIENE, WASH 

WELL BEFORE HANDLING FOOD 

CLOTHING WEAR APPROPRIATE CLOTHING AND PROTECTORS 
 

OTHER EYE SHOWER. EMERGENCY SHOWER SHOULD BE NEARBY 
VENTILATION  WHEN PROCESSED, HEATED OR SPRAYED, LOCAL VENTILATION SHOULD BE USED TO MAINTAIN 

CONCENTRATIONS IN THE AIR UNDER THE TLV. WEAR AN APPROPRIATE RESPIRATORY MASK. WELL 

ADJUST WHEN THE LEVEL OF CONTAMINATION EXCEEDS THE PERMITABLE THRESHOLD OF EXPOSURE. 
AVOID BREATHING DUST. IF GENERAL OR LOCAL VENTILATIONS ARE INADEQUATE, PERSONS EXPOSED 

TO DRIZZLES SHOULD WEAR AN APPROPRIATE RESPIRATORY MASK 

MONITORING THE EXHIBITION VALUES SHOULD BE MONITORED BY MONITORING TECHNIQUES TO ENSURE THAT THE 

EXPOSURE LIMIT VALUE (YVL) IS NOT EXCEEDED 
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09 :PHYSICAL AND CHEMICAL PROPERTIES 

PHYSICAL STATE :   VISCOUS LIQUID 

COLOR :  TRANSPARENT BEIGE 

SPECIFIC GRAVITY :   1.1 TO 1.3 G/CM3 

VAPOR PRESSURE :  N/A 

VAPOR DENSITY :  N/A 

EVAPORATION RATE :   N/A 

BOILING POINT :   N/A 

FREEZING POINT :   N/A 

 
10 : STABILITY AND REACTIVITY 
  

CHEMICAL STABILITY :   STABLE 
CONDITIONS TO AVOID :   STORAGE ABOVE 10°CAND UNDER25°C 

MATERIAL TO AVOID :  ISOCYANATE, STRONG OXIDIZERS 
HAZARDOUS DECOMPOSITION 

PRODUCTS 

 THERMAL DECOMPOSITION TYPE: CARBON DIOXIDE, 

CARBON MONOXIDE 

 

 11 : TOXICOLOGICAL INFORMATION 
  

SKIN CONTACT:  IRRITATION LÉGÈRE DE LA PEAU 
SKIN ABSORPTION:  N/A 

EYE CONTACT:  LIGHT IRRITATION 

INHALATION :  N/A 
INGESTION :  POSSIBLE INJURY TO LIVER IF INGESTED IN QUANTITY 

EFFECTS OF CHRONIC EXPOSURE:  N/A 

IRRITANT PROPERTIES:  LIGHT FOR EYES AND SKIN 

 
12 :ECOLOGICAL INFORMATION  
  

POLYOLS BLEND CL50 FISH   >620 MG/L 96 HOURS 

 CL50 GAMBUSIE (GAMBUSIA AFFINIS) >32000 MG/L 96 HOURS 

  

  

MIX OF TERTIARY AMINES CL 50 (PIMEPHALES PROMELAS 8050 MG/L 96 HOURS 

 CL50 (LEPOMIS MACROCHIRUS) 27540 MG/L 96 HOURS 

 CE50 DAPHNIE > 100MG/L 

  

BISMUTH BASED CATALYST N/A 

  

POLYSILOXANE CL50 ONCORHYNCHUS MYKISS 860MG/L 96 HOURS 

 CE50 >930 MG/L DAPHNIE 

  

TRANS-1-CHLORO-3,3,3  CL50 (ONCORHYNCHUS) 38 MG/L 96 HOURS 

TRIFLUOROPROPENE CE50 (DAPHNIA MAGNA) 82 MG/L 48 HOURS 

 CE50 (PSEUDOKIRCHNERIELLA SUBCAPITATA) 106.7MG/L 72 HOURS 

 NOEC (PSEUDOKIRCHNERIELLA SUBCAPITATA) 115 MG/L 72 HOURS 

  

TRIS (1-CHLORO-2-PROPYL) PHOSPHATE CL50 (PIMEPHALES PROMELAS 51 MG/L 96 HOURS 

 CE50 (DAPHNIA MAGNA) 131 MG/L 48 HOURS 

 CE50 (PSEUDOKIRCHNERIELLA SUBCAPITATA) 33MG/L 72 HOURS 

 CE50 BACTERIA, SLUDGE TREATMENT 784MG/L 3 HOURS 

 
13 : DISPOSAL CONSIDERATION 
  

WASTE DISPOSAL SPILLED AND RINSING WATER IS CLASSIFIED CHEMICAL WASTE AND MUST BE DISPOSED OF ACCORDING TO MUNICIPAL, 

PROVINCIAL AND FEDERAL REGULATIONS. INCINERATION IS THE PREFERRED METHOD. EMPTY CONTAINERS MUST BE 

HANDLED WITH CARE CAUSED BY RESIDUES. DECONTAMINATE CONTAINERS BEFORE DISPOSING. DECONTAMINATED EMPTY 

CONTAINERS SHOULD BE CRUSHED TO AVOID THEIR REUSE. DO NOT HEAT OR CUT EMPTY CONTAINERS WITH AN ELECTRICAL 

OR GAS TORCH. VAPORS AND GASES MAY BE TOXIC 

 
14 : TRANSPORT INFORMATION 
  

TDG NOT DANGEROUS GOODS 
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15 : Regulatory information 
  

CLASSIFICATION SIMDUT CONTROL D2A. D2B. THIS PRODUCT HAS BEEN CLASSIFIED IN ACCORDANCE WITH THE HAZARD CRITERION UNDER THE 

CONTROLLED PRODUCTS REGULATIONS AND THE MATERIAL SAFETY DATA SHEET CONTAINS THE INFORMATION REQUIRED BY 

THE CONTROLLED PRODUCTS REGULATIONS 

 
16 : OTHER INFORMATION 
  

NOTES THIS INFORMATION, WHICH IS GIVEN WITH NO WARRANTY, EXPRESS OR IMPLIED, IS BASED ON KNOWLEDGE AND 

APPLIES ONLY TO THE PRODUCT LISTED. ENERLAB 2000 INC. DISCLAIMS ANY LEGAL RESPONSIBILITY FOR THE USE AND 

RELIABILITY OF THE INFORMATION CONTAINED IN THIS MATERIAL SAFETY DATA SHEET 
 

 

 
 

 

 
_______________________________________ 

PREPARATION DATE :  FEB.  2018    

 
 

 

  


